Einbauanleitung
Erdanker/Bodenhilse zum
Einhangen des Regulierbandes
fur Tennisnetze

Art.-Nr.: 5094

1. Einbau:

Erdanker/Bodenhilse in der Mitte unter dem Netz in ein geeignetes Fundament
einsetzen, dabei das geschlitzte Ende etwas auseinanderbiegen. Das Gurt-
band/Regulierband kann nach dem Ausharten des Betons in die Ose eingehangt
werden. Bei Nichtgebrauch die Ose in die Hiilse einschieben und die Bodenhiilse
mit der beigefugten Kappe zum Witterungsschutz abdecken.

Osen zum Einhangen des
Gurtbandes/Regulierbandes

mind. 800 mm

.................................

mind. 400 mm

Die Urheberrechte an enthaltenen Abbildungen und Texten liegen bei der Haspo Sportgerate GmbH & Co. KG.
Eine Nutzung ist nicht gestattet bzw. erst nach Absprache erlaubt.
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Installation Instruction

of ground anchor/ground socket for
fixing of centre band for Tennis nets
Cat. -no.: 5094

1. Installation:

Insert ground anchor/socket into a suitable foundation in the centre of the net. Bend
the slotted part slightly. Hook the centre band in the eye after concrete set. If it is not
used push the eye into the socket and close it with the cap.

eye to hook the centre band

at least 800 mm

_________________________________

at least 400 mm
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